REQUEST THE BEST!
Order Genuine TeckPak-Fitzall
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——— 0 TeckPak UsA

Automatic Solutions

P1870 / P1728 CODE FIX for 4L60E/65E/ 70E SHIFT CABLE REPAIR GROMETITS
rF )
€ ,ﬁ% ¢ 'y T64498-1A GM-'07-'13 4T60E/65E/TOE (1/4" thick)
- i ~ T74498-1  Early GM/ Ford - Straight Pin with Groove
R -, \,. \ T74498-1A GM- Ball/Bell Shaped Pin-head (3/8" thick)
AT4741Q ATAT41QA ATa741CB | AP THASEIB ou-'ohn2 Coontosan
o o | “ T74498-1C GM- Ball/Bell Shaped Pin-head (1/2" thick)
For '96- '99 For '00- '06 For '05- up
with with with T76498-1  Ford - Most '97 - '08 Trucks & '02 - '05 SUV's
0BD/ 0BD Il OBD /OBD Il CAN-BUS T92498-1  Chrysler- Most '05 - '15 with 41TE / 62TE
Computer Computer Computer T92498-T2  Chrysler/ Jeep '02 - *13 Transfer Case Gromett

b > v

Ry 5 per package
I GM
77761C 34446UC 76446UC VB-101
700-R4 REVERSE PISTON CAPSULE HARNESS REPAIR CLIPS VALVE BODY PLATE BALL SEAT
End reverse clutch burnout & sluggish engagement. GM 4 SPEED & AX4S/N, AODE & Save valve body separator plate from check ball
Install our flow restricting capsule. ALLISON 4 & 5 SPEED 4RT0W (soft wire) damage. GM's & FORD with 1,/4" balls.
'87-up Also works on Coll Packs & Infector Plug's

(Five Clips per Package)

T16494A

TRANSMISSION PAN REPAIR NUT
For 5R55S & 5R55W
Repairs the leak that developes when
the drain plug spins in the case.

342707

CASE SAVER WASHER
For TH-400, 3L80E & 4L80E
"Save a spun out case"
with the 3-Tang Case Saver Washer!
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77831

TCC PUMP ORIFICE CAPSULE
For 4L60E '96- up
Prevents Lock-Up failure!

76813

ANTI-CLUNK SPRING CENTER SUPPORT
For AOD / AODE / 4RTOW
Spring is curved so it rides in a different position.
Replaces OE spring / saves the center support

L9
)

SERVO EXTENDO PINS

Extend your servo pin length in seconds!

T84908G 4T65E (Forward only)
134913 400 & 4L8OE (Reverse) |
] 84572E 44074 (Both Servos) 76821 T12913
B < 0 T00R4 ARTOW VALVE BODY CHRYSLER REVERSE PISTON PIN
j 1) b 77605G AL60E ALIGNMENT PIN ADAPTER Fits: Chrysler Rear Wheel Drive.
3 S—— G65786E 200-4R (Early & Late) Fits: '93 -'95 Old Style Case with Made of STEEL ... NOT Aluminum
& ‘E« _— 96946E AXODE (Low & Intermediate) late model, '96-up Valve Body.
= 56605E A4LD (Reverse only)
CHRYSLER CASE BUSHING SHIFT LEVER SURE SEALS SURE SEAL BUSHING
{Hamfss Bushing Prevents the front seal from pushing
out of the pump by retaining the
Allows a Late model case to 22574SS fiuid in the pump.
be used as an Early model case. Fits: Chrysler 904, 727, 518, a) 65005SS

T22916S

Fits: 40RE, 42RE, 44RE, 46RE,

47RE, 48RE, etc.

618, 404, 417 and 470

5607SS

Fits: FORD A4LD, AODE, AOD,
4R44, 4R55, 5R55, 4RTOW &
4R100

Fits: 200, 200C, 350, 200-4R,
325-4L, 7T00-R4 and 4L60E.

b) 56001SS

Fits: A4LD and C3.

Visit our website@www.teckpak-fitzall.com for updated product information & instructions (3




